












Flammable Liquids Storage

Flash Point – The lowest temperature at which 
a flammable liquid, within a container, gives off 
enough vapour to form an ignitable mixture with 
air near the surface of the liquid.

General Storage Area – Indoor storage area, 
as covered in Subsection 3.2.3 of the National 
Fire Code of Canada, 1995, where commodities or 
plastics are stored in piles, on pallets, on shelves or 
in bin boxes or racks.

Hazardous Room – A room containing a 
substance which, because of its chemical nature, 
the form in which it exists or the manner in which 
it is handled or processed, may explode or become 
easily ignitable creating a condition of imminent 
hazard to a person’s health or safety.

Incidental Use – Storage and use of flammable 
liquids is incidental or secondary to the principal 
activity in the industrial workplace. Manufacturers 
of electronic equipment and furniture, and 
automobile plants are some example of locations 
where the storage and use of flammable liquids is 
secondary to the principal activity of manufacturing 
consumer products.

Individual Storage Area – An area occupied 
by piles, bin boxes, racks or shelves, including 
aisles providing access to stored product, which is 
separated from adjacent storage by aisles at least 
2.4 metres wide.

Industrial Workplace – A building or part of a 
building used to assemble, fabricate, manufacture, 
process, repair or store goods or materials.

Oxidizer – A substance that causes or contributes 
to the burning of another material by yielding 
oxygen or any other oxidizing substance.

Pile – Groups of containers (i.e., drums or other 
prepackaged containers) of flammable liquids that 
are stacked or piled on floors or pallets.

Specified – As specified in the Ontario Fire 
Code, Part 4.

Sprinklered – Equipped with a system of 
automatic sprinklers.
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